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Moduglass Monopitches
Ventilation and sunscreen 
options
Moduglass Monopitches can be 
supplied with:

�Q�� �Sunscreen module with 
electrically operated screens in a 
range of colours

�Q�� �Full length hinged ventilation 
module (1510mm, 2300mm and 
3090mm units only)

�Q�� �End panel ventilation modules

�Q�� �Single segment ventilation 
modules

Glazing options
Moduglass Monopitches can be 
supplied with the following options:

�Q�� �Insulated glass (standard)  
Light transmission: 79% 
G-value: 60%

�Q�� Insulated heat re�ective glass 
	 Light transmission: 69% 
	 G-value: 41%

 �Q��Insulated Cool-lite glass 
	 Light transmission: 60% 
	 G-value: 30%

�Q�� Bespoke options up to 7830mm 	
	 long (please note does not come 	
	 as a complete unit)

Speci�cations
Roof aperture lengths (mm ) 1510            2300 3090 3880

Roof aperture width (mm) 1000

Glazing incline 10º

Height including upstand (mm) 448

Weight (kg) 75            106 136 167

Insulated glazing Toughened 4mm outer - 12mm cavity -  
 6.4mm laminated inner

U-value: glass (W/m2K) 1.1

U-value: upstand &  
insulated framework (W/m2K) 0.46


